
 

PROJECT INTRODUCTION Peares Dam Rehabilitation  
As part of the construction programme of a new hydro power plant for Gas 
Nateral Fenosa it was necessary to upgrade the bottom intakes of the dam, so 
that they could be used as intakes for the new Plant. Before executing the 
upgrade two temporary bulkheads had to be installed at a waterdepth of 85m 
in order to complete the work in a dry environment. DCN Diving was 
contracted to design, engineer, fabricate, install the plug bulkheads and 
remove when the civil work was completed.  

CLIENT 
Gas Natural Fenosa 

DISCIPLINE 
Hypdro Power Dam Construction Saturation Diving  and ROV Survey 

 

 

OUR EXPERTISE 

Hyperbaric / Wet Welding 

Air and Sat Diving 

ROV Operations 

DSV Supply 

Subsea Engineering 

Subsea NDT IRM 

Creating Dry Space UW 

Underwater Concreting 

PROJECT INFORMATION SHEET 

 

DCN AT A GLANCE 
 

 

 

 

 

 

 

 

 

OPERATIONS CERTIFICATION HSE PEOPLE 
Worldwide with a focus on 

North Sea, WAF, UAE and SE 
Asia.  

Offices in the Netherlands 
(headquarters), UK, Germany,  

Abu Dhabi, Singapore and 
Kuala Lumpur. 

Bases in the Netherlands, Abu 
Dhabi and Singapore. 

 

ISO 9001 ς 2015, 
ISO 14001 ς 2015, 
ISO 45001:2018. 

SCC / VCA** 
FPAL (Verified) 

IMCA  
In-water Survey Certification 

 

Strong dedication on ZERO 
harm to people and 

environment. 
LTIFR- 0 (IMCA 0,42) 

TRIR ς 0,72 (IMCA 1,67) 
FAR ς 0 (IMCA 0,93) 

Env. 5L ς 0 (IMCA N/A) 

фл C¢9Ωǎ ƛƴŎƭǳŘƛƴƎ он 
supervisor / divers. 

Flexible group of core 
freelance personnel. 

Focus on inhouse 
development, knowledge 
sharing / training / lessons 

learned. 
 

 

info@dcndiving.com www.dcndiving.com 

https://www.youtube.com/user/DCNDiving
https://www.facebook.com/DCNDiving/
https://www.linkedin.com/company/dcn-diving
mailto:info@dcndiving.com
file://///dcn-datasrv01/data/QUALITY%20&%20SAFETY/Various/Marketing%20PR/Draft%20Templates/www.dcndiving.com


 
PROJECT 

Bulkhead installation 
Peares Dam 
 

LOCATION 

Peares Dam, Spain 
 

WATER DEPTH 

85msw 
 
PROJECT DURATION 

February 2012 - 
November 2012 
 

System 

Mobile Saturation 
Diving Spread, 
including barge and 
mobile crane 

 
 

PROJECT ACHIEVEMENTS 

�9 NO ENVIRONMENTAL SPILLS 
�9 NO PERSONAL ACCIDENTS 
�9 SUCCESSFULL FAT OF PLUG BULKHEADS 
�9 COMPLETED WITHIN SCHEDULE  

 

SCOPE OF WORK 

The Scope of work included but was not 
limited to: 

�x Pre-Engineering Survey with ROV to 
conduct initial debris survey, survey 
of bell mouth of intake pipes 

�x Design, Engineering, Fabrication of 
Bulkhead Plugs (2 x 2m diameter) 

�x Mobilization of Saturation Diving 
Spread 

�x Dredging in front of intake pipes 

�x Installation of bulkhead plugs 

�x Standby period of 2 months (Sat 
system maintenance including 
coating), in order for Civil Contractor 
to conduct works 

�x Removal of plugs 

�x Demobilize from Area 
 

CONTRACT VALUE 

3.2 MLN EURO 
 

CLIENT 
 

Gas Natural Fenosa 
 


